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MAINTENANCE
INFORMATION 

MI24-16 

DATE : April 2024 SECTION : 23  ACCESSORIES 
SUBJECT : CERTIFIED CLEAN IDLE LABEL – appropriate 

location for the installation on Prevost vehicles 
and Volvo 9700 

 
 

First Release   2024-04-19 
 

APPLICATION 

Model  
 

 
All Prevost vehicles and Volvo 9700 equipped with EOBD-U24 (EPA24) compliant D13 engine and 

later version 
 

DESCRIPTION 
The VIN-specific “Certified Clean Idle” label must be permanently affixed to the exterior on the 
driver’s side. Refer to the following instruction for the appropriate location for a replacement label. 

MATERIAL 

Part No. Description 

21127346 DECAL, LOW NOx (CARB) – CERTIFIED CLEAN IDLE 
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SAFETY PRECAUTIONS 
• Eye protection should always be worn when working in a shop. 

 
• Rules for Personal Protection Equipment should always be respected. Wear your PPE 

including but not limited to the following: 
 

 
 

 

Safety 
First! 

 
 

   

 

PROCEDURE 

 
DANGER 

Park vehicle safely, apply parking brake, stop engine.  Prior to working on the vehicle, set the ignition 
switch to the OFF position and trip the main circuit breakers equipped with a trip button. On Commuter 
type vehicles, set the battery master switch (master cut-out) to the OFF position. 
Lockout & Tag out (LOTO) must be performed during set-up, maintenance or repair activities. Refer to 
your local procedure for detailed information regarding the control of hazardous energy. 
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CERTIFIED CLEAN IDLE LABEL POSITION – PREVOST VEHICLES 
 
 

 
Figure 1 

 

 
Figure 2 
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Figure 3: CLEAN IDLE LABEL POSITION ON H3 SERIES 

 

  
Figure 4: CLEAN IDLE LABEL POSITION ON X3 SERIES 
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CERTIFIED CLEAN IDLE LABEL POSITION – VOLVO 9700 
 
 

 
Figure 5: CLEAN IDLE LABEL POSITION ON VOLVO 9700 

 

1. Wash the exterior surface with a glass cleaner. 
 

2. Affix the decal according to the dimensions of Figure 3 (H3 Series), Figure 4 (X3 Series) or 
Figure 5 (Volvo 9700). 

 

 

PARTS / WASTE DISPOSAL 
Discard according to applicable environmental regulations (Municipal/State[Prov.]/ Federal) 

 
 

Access all our Service Bulletins on http://techpub.prevostcar.com/en/ 
Or scan the QR-Code with your smart phone 

. 
Are you a vehicle owner?  

E-mail us at technicalpublications_prev@volvo.com and type “ADD” in the subject to 
receive warranty bulletins applicable to your vehicle(s) by e-mail. 
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