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1. DESCRIPTION
The efficiency and life of mechanical equipment is
largely dependent upon proper lubrication and
servicing. All mechanical components rely on a lu-
brication film between the moving parts to reduce
friction, prevent wear, help cool the contacting
sliding parts, and keep dirt and wear particles
away from mating parts. Proper lubrication de-
pends upon using the right type of lubricant, at
proper intervals and filling to proper capacities.
Past experience shows that many service pro-
blems can be traced to an improper lubricant or to
incorrect lubrication procedures.

A comprehensive maintenance and lubrication
program is important to ensure the long service
life this vehicle was designed for and to avoid
costly repairs and associated downtimes caused
by premature part failure. The lubrication schedule
in this section gives the location of the key service
points on the vehicle as well as the lubricant
specifications for each component to be serviced.
Specific instructions on how to check and service
major components are covered in their respective
sections in this Maintenance Manual. The re-
commended lubrication intervals are based on
normal operating conditions and mileage accu-
mulation. Shorten the intervals if vehicle operates
in more severe conditions. Some parts and
equipment referred to in the lubrication schedule
are optional and may not be installed on your
vehicle. Dispose of used lubricants and filters in
an environmentally responsible manner, accord-
ing to federal and/or local recommendations.

2. BREAK-IN PERIOD 
MAINTENANCE

Perform the following maintenance after the initial
3,000 miles (4 800 km) of operation. Then perform
at the recommended intervals in the lubrication
schedule.

1. Drain differential oil and refill with clean oil.*

2. Drain manual transmission oil and refill with
clean oil.*

3. Replace or clean standard coolant strainer**
and optional coolant filter/conditioner.

4. Replace automatic transmission oil filter and
oil.*

5. Lubricate front axle knuckle pins, bushings, tie
rod ends, and ball studs of drag link.

6. Drain the radiator fan drive gearbox, preferably
while warm, and refill with clean oil.

* Also perform after 3,000 miles (4 800 km)
following a major repair.

** Also perform after 3,000 miles (4 800 km)
following soldering work done at any point of
the cooling system.

3. ENGINE OIL CHANGE
The engine oil change intervals are related to the
operating conditions such as vehicle load and
speed, and may vary. Prévost recommends that
engine oil and filter change be performed at every
12,500 miles (20 000 km). Check the oil daily with
engine stopped. If necessary, add sufficient oil to
raise the level to the proper mark on the dipstick.

4. AUTOMATIC 
TRANSMISSION
OIL CHANGE

Change the fluid and internal filters after the first
3,000 miles (4 800 km). Thereafter, oil and filters
change should be performed every 25,000 miles
(40 000 km) or once a year, whichever comes
first. Note that the operating conditions may
shorten the oil and filters service intervals. Fluid
must be changed whenever there is evidence of
dirt or high temperature condition, which would be
indicated by discoloration, strong odor, or fluid
analysis.



Section 24: LUBRICATION

24 - 3

5. FLEXIBLE HOSE 
MAINTENANCE

The performance of any vehicle is directly related,
among other things, to the ability of flexible hoses
to supply lubricating oil, air, coolant and fuel.
Maintenance of hoses is an important step to
ensure efficient, economical and safe operation of
the vehicle.

Check hoses daily as part of the walk-around
inspection. Examine hoses for leaks, check all
fittings, clamps, and ties carefully. Ensure that
hoses are not resting or touching shafts, cou-
plings, heated surfaces including exhaust mani-
fold, any sharp edges, or other obviously
damaging areas. Since all equipment vibrates to a
certain extent, clamps and ties can wear with
time. To ensure proper support, inspect fasteners
frequently and tighten or replace them as neces-
sary.

Investigate leaks immediately to determine if
fittings have loosened or cracked, and if hoses
have ruptured or worn through. Take corrective
action immediately. Leaks are not only potentially
detrimental to vehicle operation, but can also
result in added expenses caused by the need to
replace fluids.

Warning: Personal injury and/or property
damage may result from fire due to the
leakage of flammable fluids, such as fuel or
lube oil.

The useful service life of a hose is determined by
the temperature and pressure of the fluid within it,
the time in service, its installation, the ambient
temperatures, amount of flexing, and the vibration
it is subjected to. With this in mind, we recom-
mend that all hoses be thoroughly inspected at
least every 50,000 miles (80 000 km) or once a
year for surface damages or indication of dam-
aged, twisted, worn, crimped, brittled, cracked, or
leaking lines. Hoses having the outer surface
worn through or damaged metal reinforcement
should be considered unfit for further service.

It is also recommended that all hoses on this
vehicle be replaced during major overhaul and/or
after a maximum of five years with hoses of equal
or superior quality, compared with the original.
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FIGURE 1: LUBRICATION AND SERVICING COMPONENTS 24001B
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Note:  Before operating vehicle, perform each point listed in section "STARTING AND STOPPING
PROCEDURES" under headings "DAILY/ROUTINE INSPECTION" and "RECOMMENDATIONS",
starting on page 4-9 in your "OPERATOR'S MANUAL".

6. DAILY WALK-AROUND INSPECTION
It is a good practice to make a basic visual inspection of key areas on the vehicle on a daily basis and to
report any problem areas to maintenance personnel for immediate correction. For Converted Vehicles
(Shells), perform this walk-around inspection before every trip.

6.1 Outside the Vehicle
ITEM* DESCRIPTION
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6.2 Engine Compartment
ITEM* DESCRIPTION
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* Item numbers refer to Fig. 1.
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6.3 Inside the Vehicle
ITEM DESCRIPTION
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7. LUBRICATION AND SERVICING SCHEDULE

7.1 Service Every 6,250 Miles (10 000 km) or Twice a Year, 
Whichever Comes First.

ITEM* DESCRIPTION REMARKS LUBRICANT

&/OR PART**

!, 1������&�
�������
 ������� ���� ������� 
������� �������� ��

� ��
��

2����
3�4567�',

5 $���8
����������
 9
���� ��	� ��������	������� �
	������� ���
�/��

:������������
���

!5 &+���	��
�	
 ������	����������������������
� ;	��	����
�<��

6, &+���������
�=��� ������
��
���
�����������������������
� >2���6%�

6* ���
���
����?	���
���������	
 �������� �����
� �
��
� ����� ���	
����� �	
�	���
���������	


2����
3�4%5!5%!��+�
?	���
���������	


65 $����
������ ������	����������������������
� ?�����
�������
�	��

!7 ������	
�2���$
����9��
�	/ ������	����������������������
� .���������	��3��.<��9�%#7

6% ;
	�����
�.���� 9
����	��� �������� 	�� ����� �����
��� 0	���
����	�����������	������0	���

:������������
���

�5 =���&/���:���
�;��	� 9
����	�����������	����������	� :������������
���

�% 8
����.�����&�0���
 9
����	��� ��������	�� ����� ����� ��0���

(�����/��)

:������������
���

6' .���
����$����
��������
 9
����	���������������������
�
	����� :������������
���

* ;	��
�.���
�����������
 9
����	��������������������������
���� :������������
���

% .���
����$
���:����1�� 9
����	���������������������� :������������
���

%7 .���
����=����	��1�� 9
����	���������������������� :������������
���

�#� ?������=
�����	� ������	����������������������
� 1������	��3�.&1�67��%7��57
	
�9��
�	��3�.&1�*7��'7

%%� :���
�8��� 9
����	���������� :������������
���

6!� ��������
	��	��
	��.���� 9
������
���������� :������������
���

6�� ��������������8��
��� 9
����	���������� :������������
���

��� &���
���	
�$
����8��� ����������� �	
����
�"���	� ������ ����	�
	������@�����
��	����������	
������

���������

* Item numbers refer to Fig. 1.

** See end of this section for lubricant and part number specifications.

� With manual transmission only.
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7.2 Service Every 12,500 Miles (20 000 km) or Once a Year, 
Whichever Comes First.

ITEM* DESCRIPTION REMARKS LUBRICANT

&/OR PART**
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7.3 Service Every 25,000 Miles (40 000 km) or Once a Year, 
Whichever Comes First.

ITEM* DESCRIPTION REMARKS LUBRICANT

&/OR PART**
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* Item numbers refer to Fig. 1.

** See end of this section for lubricant and part number specifications.

� With manual transmission only.
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7.4 Service Every 50,000 Miles (80 000 km) or Once a Year, 
Whichever Comes First.

ITEM* DESCRIPTION REMARKS LUBRICANT

&/OR PART**
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7.5 Service Every 100,000 Miles (160 000 km) or Once Every 
Two Years, Whichever Comes First.

ITEM* DESCRIPTION REMARKS LUBRICANT

&/OR PART**
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* Item numbers refer to Fig. 1.

** See end of this section for lubricant and part number specifications.

� With manual transmission only.
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7.6 Miscellaneous Service
ITEM* DESCRIPTION REMARKS LUBRICANT

&/OR PART**
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* Item numbers refer to Fig. 1.

** See end of this section for lubricant and part number specifications.

*** Discharge tubes are rubber tubes located under vehicle.
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8. LUBRICANT SPECIFICATIONS
ITEM* DESCRIPTION SPECIFICATIONS
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* Item numbers refer to Fig. 1.
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9. PART NUMBER SPECIFICATIONS
ITEM* DESCRIPTION PRÉVOST NO SUPPLIER NO
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