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MAINTENANCE
INFORMATION 

Mi07-06 

DATE : MAY 2007 SECTION : 16 - Suspension
SUBJECT : NEW FIXING HARDWARE FOR THE REAR 

HEIGHT CONTROL VALVE LINK ROD 
 

IMPORTANT NOTICE 
This modification is recommended by Prevost Car to increase your vehicle's performance. Note that no 
reimbursement will be awarded for carrying out this modification. 

APPLICATION 

Model VIN 
 

H3-41, H3-45 Coaches 
Model Year :2004 - 2007 

From 2PCH3349X41010002 up to 2PCH3349471010632 incl. 

VIP-45 MTH 
Model Year :2004 

2PCV3349841014794 – 2PCV3349741014804 – 2PCV3349041014806 

2PCV3349241014807 – 2PCV3349641014809 – 2PCV3349241014810 

2PCV3349941014819 – 2PCV3349841014889 – 2PCV3349641014910 

2PCV3349441014937 – 2PCV3349X41014943 – 2PCV3349441014985 

2PCV3349X41014991 

DESCRIPTION 
On the above-mentioned vehicles, there is a possibility that the link rod that connects the height control 
valve to the drive axle support frame comes apart when the vehicle is moving and thus causing the 
vehicle to become unstable. 

MATERIAL 
Part No Description Identification Qty 

500170 Bolt, Hexagonal Head ¼-20 x 2 G5 ZP PT  4 

500913 Washer, Flat .281 x .250 x .065 ZG603 
 

4 

502819 Nut, Hexagonal Jam ¼-20 ZP 
 

8 
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500454 Washer, Lock Internal Tooth .256 x .478 x .028 ZG603 
 

4 

 

NOTE 
Material can be obtained through regular channels. 

PROCEDURE 

 DANGER 
Park vehicle safely, apply parking brake, stop engine and set battery master switch(es) to the OFF 
position prior to working on the vehicle.  

 
NOTE 
On the "H" series vehicle, all fenders are easily removable for maintenance on brakes and suspension. 
Each rear fender has three mechanical spring-loaded holding devices fixing it to the vehicle’s structure. 

Rear Fender Removal 
1. Push the spring type rod sideways so that the lock disengages.  

2. Support or have somebody hold the fender up. 

3. As in 1, repeat to release both remaining holding devices. 

4. Holding the fender firmly, pull it down until the upper tabs disengage from the holding plates. 

To reinstall, reverse the procedure. 

Link Rod Fixing Hardware Replacement 

1. Remove the existing shoulder screw and nuts. Replace with bolt (500170), washer (500913), nuts 
(502819) and lock washer (500454) as per figure 1. 

2. Adjust link rod so that it is vertical. 

3. Repeat same procedure for both rear height control valve link rods. 

NOTE 
Slide the bolt with the flat washer inside the link rod end, fasten a nut, and install the flat bar then 
secure using the lock washer and nut. 

 

Waste disposal: 

Discard according to applicable environmental regulations (Municipal/State[Prov.]/ Federal) 
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FIGURE 1: TYPICAL INSTALLATION 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /FRA <>
    /ENU (Use these settings to create PDF documents with higher image resolution for improved printing quality. The PDF documents can be opened with Acrobat and Reader 5.0 and later.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308000200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e30593002537052376642306e753b8cea3092670059279650306b4fdd306430533068304c3067304d307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e30593002>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


