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MAINTENANCE 
INFORMATION 

 
 
 

mi97-15A 

DATE: Nov.97 SECTION: 18   
SUBJECT: New door latch with grease applicator 

 
Rev. A applies to french version only. 
 
APPLICATION: 

Model VIN 

 
All H3-40, H3-41 and H3-45 coaches 

Model Year: 1990 - 1997 
From 2P9H3340XL1001029 up to 2PCH33497V1012078 incl. 

All H3-45VIP 
Model Year: 1995 - 1997 

From 2P933494S1001057 up to 2PCV33495V1012079 incl. 

DESCRIPTION 
In order to avoid mechanism damage from water and salt, a door latch with grease applicator is available 
for H3 vehicles service doors.  The kits mentionned below contain a door latch and an instruction sheet 
which explain the installation. 

MATERIAL 

Kit # 285832 must be ordered for radiator, R.H. side, main power and front service doors.   It includes the 
following parts. 

Part No. Description Qty 
780588 Latch door  1 

IS-97037 Instruction Sheet 1 
FI-97037 Feuille d'instructions 1 

 

Kit # 285833 must be ordered for A/C condenser, heating & conditioning and rear electric doors.  It 
includes the following parts. 

Part No. Description Qty 
780587 Latch door:   1 

IS-97037 Instruction Sheet 1 
FI-97037 Feuille d'instructions 1 

 


