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 Clutch Components Greasing Procedure prior transmission installation
Original Clutch Components Design

Grease Clutch Fork to
Release Bearing Interface

Grease Clutch
Fork Pivot Shaft

Grease Push-Rod
Pocket and both

ends of Push-Rod

 !! Attention !!
DO NOT Grease Release Bearing
to Input Cover Hub Surfaces.  This
surface is coated with Teflon.

Grease Input
Shaft Splines
(Light Coat)

Approved ZF Lubricant
Optimol Olista Longtime
ZF P/N: 398 030 002 (400g / 14oz)
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!! Attention !!
DO NOT Grease Release
Bearing to Input Cover Hub
Surfaces.  This surface is coated
with Teflon.

!! Attention !!
DO NOT Grease roller surfaces
DO NOT Grease Clutch Fork
Pivot Shaft

• Grease Edges of the
Release Bearing

• Grease heat treated
surface between roller
and fork

• Grease Push-Rod Pocket

Approved ZF Lubricant
Optimol Olista
Longtime
ZF P/N: 398 030 002
(400g / 14oz)

!! Reminder !! Grease input
shaft as shown on page one

Clutch Components Greasing Procedure prior transmission installation if
Roller Clutch Fork Repair Kit 1328 298 008 is used


