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WARRANTY 
BULLETIN 

Wb05-10 

 

DATE : JULY 2005 SECTION : 01 - Engine        
EXPIRATION: JULY 2007 

 
 
 

SUBJECT : MODIFICATION OF THE “JACOBS” ENGINE 
BRAKE CONTROL ON MULTIPLEX VEHICLES 

APPLICATION 

Model VIN 
 

H3-41, H3-45 coaches 
Model Year : 2004 - 2005 

2PCH3349041014933 2PCH3349651010208 2PCH3349251010254 

2PCH3349041014995 2PCH3349451010210 2PCH3349451010255 

2PCH3349X51010020 2PCH3349651010211 2PCH3349651010256 

2PCH3349451010109 2PCH3349851010212 2PCH3349851010257 

2PCH3349251010142 2PCH3349151010214 2PCH3349X51010258 

2PCH3349951010168 2PCH3349351010215 2PCH3349151010259 

2PCH3349051010169 2PCH3349551010216 2PCH3349851010260 

2PCH3349951010171 2PCH3349951010218 2PCH3349X51010261 

2PCH3349051010172 2PCH3349051010219 2PCH3349351010263 

2PCH3349451010174 2PCH3349751010220 2PCH3349551010264 

2PCH3341551010176 2PCH3349951010221 2PCH3349951010266 

2PCH3349X51010177 2PCH3349051010222 2PCH3349051010267 

2PCH3349151010178 2PCH3349251010223 2PCH3349451010269 

2PCH3349351010179 2PCH3349451010224 2PCH3349051010270 

2PCH3349X51010180 2PCH3349651010225 2PCH3349251010271 

2PCH3341951010181 2PCH3349X51010227 2PCH3349651010273 

2PCH3349351010182 2PCH3349151010228 2PCH3349851010274 

2PCH3349751010184 2PCH3349351010229 2PCH3349151010276 

2PCH3349951010185 2PCH3349151010231 2PCH3349351010277 

2PCH3349051010186 2PCH3349351010232 2PCH3341451010279 

2PCH3349251010187 2PCH3349551010233 2PCH3341251010281 

2PCH3341151010188 2PCH3349751010234 2PCH3349751010282 

2PCH3349251010190 2PCH3349051010236 2PCH3349051010284 



Wb05-10 / Page 2/3 
Formulaire QF2150952 

Rev: 1 

2PCH3349451010191 2PCH3349251010237 2PCH3349251010285 

2PCH3349651010192 2PCH3349651010239 2PCH3349651010287 

2PCH3349X51010194 2PCH3349251010240 2PCH3349851010288 

2PCH3349151010195 2PCH3349451010241 2PCH3349661010291 

2PCH3349351010196 2PCH3349651010242 2PCH3349861010292 

2PCH3349551010197 2PCH3349851010243 2PCH3349161010294 

2PCH3349751010198 2PCH3349151010245 2PCH3349561010296 

2PCH3349151010200 2PCH3349351010246 2PCH3349761010297 

2PCH3349351010201 2PCH3349551010247 2PCH3349961010298 

2PCH3349551010202 2PCH3349751010248 2PCH3349361010300 

2PCH3349751010203 2PCH3349951010249 2PCH3349561010301 

2PCH3349951010204 2PCH3349551010250 2PCH3349961010303 

2PCH3349251010206 2PCH3349751010251 2PCH3349061010304 

2PCH3349451010207 2PCH3349951010252 2PCH3349461010306 

This bulletin does not necessarily apply to all the above-mentioned vehicles, some vehicles may have 
been modified before delivery. The owners of the vehicles affected by this bulletin will be advised by a 
letter indicating the Vehicle Identification Number (VIN) of each vehicle concerned. 

DESCRIPTION 
Your vehicle is presently configured in a way that when using the “Jacobs” engine brake, the dashboard 
engine brake rocker switch position 1 corresponds to 33% of the engine brake capacity and position 2 
gives the full application of the engine brake. This configuration must be modified in order to have 66% of 
the capacity in position 1. To do so, execute the following procedure.   

PROCEDURE 

 WARNING  
Park vehicle safely, apply parking brake, stop engine and set battery master switch(es) to the 
OFF position prior to working on the vehicle. 

 

1. On the R.H. side of the engine, locate the ECM. 

2. On the ECM, locate the vehicle interface harness connector (figure 1). Remove the nut fixing the 
shroud to the module, loosen the jackscrew and unplug the connector. 

For the following steps, refer to the enclosed TYCO 68-Position Heavy Duty Hybrid Connector 
instruction sheet at the end of this bulletin. 

3. Remove circuit 979 socket contact from cavity 39 and remove circuit 583 socket contact from cavity 
51. To do so, refer to TYCO instruction under paragraph 3.7 steps 1, 2, 3 & 4. 

4. Reinstall circuit 979 socket contact into cavity 51 and circuit 583 socket contact into cavity 39. To do 
so, refer to TYCO instruction under paragraph 3.6 steps 1, 2, 3, 4 & 5. 

5. Plug the connector and tighten the jackscrew. 
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    FIGURE 1 : ECM 

WARRANTY 
This modification is covered by Prevost Car’s normal warranty.  We will reimburse you the parts and half 
an hour (0.5) of labor upon receipt of a completed A.F.A. form on which you must specify as per 
"Warranty Bulletin 05-10". 
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