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 Formulaire QF2150959 

 Rev:0 

 

Instruction Sheet IS-03099 
 

INSTALLATION OF NEW VIDEO DISTRIBUTION AMPLIFIER WITH 
INTEGRATED IMAGE STABILIZER 

 

MATERIAL 

Kit #405659 includes the following parts: 

Part No. Description Qty 

901095 Video distribution amplifier with integrated image stabilizer 1 

IS-03099 Instruction Sheet 1 

FI-03099 Feuille d'instructions 1 

PROCEDURE 

Warning : Park vehicle safely, apply parking brake, stop engine and set battery master switch(es) to the 
OFF position prior to working on the vehicle. 

 

 
FIGURE 1: AUDIO/VIDEO ACCESSORY PANEL 
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PART A: VEHICLES NOT EQUIPPED OF A TV RECEIVER 

1. Perform the steps of figure 2. Validate the new installation with figure 3.   

RCA RELAY

VIDEO DVD IN

MOBILE DVD PLAYER

VIDEOCASSETTE
PLAYER

VIDEO DISTRIBUTION AMPLIFIER

VIDEO IMAGE STABILIZER

12 v
VIDEO IN
VIDEO OUT

AUDIO OUT

OR (WITH CAMERA)

VIDEO OUT

VIDEO IN (WITH CAMERA)

VIDEO IN

C604

 VIDEOCASSETTE PLAYER AND DVD WITH OR WITHOUT CAMERA

(1) disconnect the existing video distribution 
amplifier and replace by new video distribution 
amplifier no:901095.

(2)  connect the videocassette player VIDEO OUT to 
the video distribution amplifier.

(3)  connect the video distribution amplifier power 
supply C245 exactly like the former was connected 
(see figure 1 if needed).

(4)   disconnect C604. (5)   remove this wire.

(6)   connect the mobile DVD 
player VIDEO OUT to the video 
distribution amplifier.

(7)   remove the image stabilizer.

C544 C587 12V

VIDEO OUT

VIDEO OUT

VIDEO OUT

 
FIGURE 2: PROCEDURE  

 

 

VIDEO OUT

AUDIO OUT

 VIDEOCASSETTE PLAYER, DVD AND CAMERA

RCA RELAY

 VIDEOCASSETTE PLAYER AND DVD 

AUDIO DVD IN

VIDEO CAMERA

MOBILE DVD PLAYER

MOBILE DVD PLAYER

VIDEOCASETTE
PLAYER VIDEO DISTRIBUTION AMPLIFIER

VIDEO DISTRIBUTION AMPLIFIER

AUDIO IN

VIDEO IN

VIDEO OUT

VIDEO OUT
AUDIO OUT

C544 C587 12V

C544 C587
12V

VIDEO OUT
AUDIO OUT VIDEO IN

VIDEO OUT

AUDIO IN

VIDEO IN

CAMERA

VIDEOCASETTE
PLAYER

 
FIGURE 3: NEW INSTALLATION 
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PART B: VEHICLES EQUIPPED OF A TV RECEIVER 

1. Perform the steps of figure 4. Validate the new installation with figure 5.   

MOBILE DVD PLAYER

VIDEOCASSETTE
PLAYER

VIDEO DISTRIBUTION AMPLIFIER

VIDEO IMAGE STABILIZER

12 v
VIDEO IN
VIDEO OUT

AUDIO OUT

VIDEO IN

C604

 VIDEOCASSETTE PLAYER, DVD, CAMERA AND TV RECEIVER

(1) disconnect the existing video distribution 
amplifier and replace by the new video 
distribution amplifier no:901095.

(2) connect the videocassette player VIDEO OUT 
to the new video distribution amplifier.

(3) connect the video distribution amplifier 
power supply C245 exactly like the former was 
connected (see figure 1 if needed).

(7)   disconnect C604.

(5)  remove this wire.

(8)   remove the image stabilizer.

(6) connect the mobile 
DVD player VIDEO OUT to 
the RCA relay VIDEO DVD 
IN.

VIDEO IN
(4) disconnect the RCA relay VIDEO OUT from 
the videocassette player and connect to 
the new video distribution amplifier.

VIDEO OUT

VIDEO OUT
VIDEO OUT

12V
C544 C587

VIDEO OUT

 
FIGURE 4: PROCEDURE  
 

 VIDEOCASSETTE PLAYER, DVD, CAMERA AND TV RECEIVER

MOBILE DVD PLAYER

VIDEOCASSETTE
PLAYER

VIDEO DISTRIBUTION AMPLIFIER

TV RECEIVER

RCA RELAYRCA RELAY

C544 C587 12V

AUDIO OUT
VIDEO OUT

VIDEO OUT

AUDIO IN

VIDEO OUT VIDEO IN

VIDEO IN

CAMERA
VIDEO 1
AUDIO 1

VIDEO IN

AUDIO IN

 
FIGURE 5: NEW INSTALLATION 


