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MAINTENANCE
INFORMATION 

MI16-23 

DATE : APRIL 2016 SECTION: 18 Body 
SUBJECT : Front Junction Box Decal Update 

 
 

IMPORTANT NOTICE 
This modification is recommended by Prevost to increase your vehicle's performance. Note that no 
reimbursement will be awarded for carrying out this modification. 

APPLICATION 

Model VIN 
 

H3-41, H3-45 coaches. 
 Model Year : 2013 - 2016 From  2PCH33499DC712364 up to 2PCH33496GC713296 incl. 

H3-45 VIP motorhomes. 
 Model Year : 2015 - 2016 From 2PCVS3497FC712937 up to 2PCVS3494GC713285 incl. 

X3-45 coaches. 
 Model Year : 2013 - 2016 From 2PCG33492DC735433 up to 2PCG33496GC736069 incl. 

X3-45 VIP motorhomes. 
 Model Year : 2015 - 2016 From 2PCBS3491FC735892 up to 2PCBS3491GC736056 incl. 

X3-45 VIP commercial use. 
 Model Year : 2015 - 2016 From 2PCC33496FC735890 up to 2PCCS3490GC736067 incl. 

X3-45 Commuters. 
 Model Year : 2014 - 2016 

From 4RKG33495F9737000 up to 4RKG3349XG9737270 
and vehicles 

2PCG33491EC735571, 2PCG33495EC735590, 
2PCG33498EC735602  

 

DESCRIPTION 
Decals are now available to update the front junction box on 2013 to 2016 Prevost vehicles; the 
decals will provide updated information and component descriptions. Refer to the identification 
part of this bulletin to locate the decal part number currently used on specific vehicles. 
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MATERIAL
Order one of the following parts depending on your vehicle model: 

New Part No Description Qty 

069601 FJB Decal, replacement for 068661 - H3 Coaches 1 

069602 FJB Decal, replacement for 069343 - H3 VIP 1 

069603 FJB Decal, replacement for 069344 - X3 Motorhomes & 
Commercial use 1 

069604 FJB Decal, replacement for 068662 - X3 Coaches 1 

069605 FJB Decal, replacement for 068943 - X3 Commuters 1 
 
NOTE 
Material can be obtained through regular channels. 

PROCEDURE 

 
DANGER 

Park vehicle safely, apply parking brake, stop engine.  Prior to working on the vehicle, set the ignition 
switch to the OFF position and trip the main circuit breakers equipped with a trip button. On Commuter 
type vehicles, set the battery master switch (master cut-out) to the OFF position. 

 

PART 1 DECAL LOCATION AND PART # IDENTIFICATION 

 

1. Open the vehicle front electrical compartment and locate the FJB decal applied to the inside of the 
compartment door (typical H3 coach shown below). 
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2. At the lower right corner of the decal, take note of the decal part number as shown in the images 
below. 

   
 

3. Using the material table at the beginning of this bulletin, locate the  part number in the description 
section and order the corresponding new part number through any Prevost Part Center (see figure 
below). 

 
 

 

PART 2 DECAL APLICATION 
 

1. Using a sharp blade, remove the current FJB decal from the vehicle door (low heat from a heat gun 
may help removal). 

2. Carefully clean the area where the decal was removed from all traces of dirt, road grime or old 
adhesive with a residue free degreaser or silicone remover.  

3. Starting at one corner, apply the new decal in position, use a plastic card or scraper to gently “spread” 
the decal and ensure bubble free installation. 

4. If outside in cold climates, apply some heat to the decal area with a heat gun to ensure proper 
adhesion. 
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PARTS / WASTE DISPOSAL 
Discard according to applicable environmental regulations (Municipal/State[Prov.]/ Federal) 

 

 
Access all our Service Bulletins on http://techpub.prevostcar.com/en/ 

Or scan the QR-Code with your smart phone. 
 

E-mail us at technicalpublications_prev@volvo.com and type “ADD” in the subject to receive our warranty bulletins 
by e-mail. 
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